
데이터시트

AXIS P8221에는 입력 또는 출력 포트로 구성 가능한 8개의 

디지털 I/O 포트가 포함되어 있습니다. 입력 포트는 도어 스위

치, 연기 탐지기 또는 IR 탐지기와 같은 센서에 연결할 수 있

습니다. 출력 포트는 제어 장치나 릴레이에 연결하여 문을 여

닫거나 조명을 켜고 끌 수 있으며 원격으로 제어됩니다.

AXIS P8221은 반양방향 또는 전양방향 방식으로 양방향 오

디오를 제공합니다. 고품질 AAC에서 샘플링 레이트 32kHz, 

최대 128kbit/s의 비트 전송률로 오디오를 암호화할 수 있습

니다. 

 

AXIS P8221 네트워크 I/O 오디오 모듈은 I/O 포트나 오디오 기능이 없거나 추가로 필요한 네트워크 영상 

감시 시스템에 I/O 포트와 오디오 기능을 제공합니다. AXIS P8221은 엑시스 네트워크 비디오 제품을 보완

하며, VAPIX®을 이용해 기존 네트워크 비디오 설비에 쉽게 통합 가능합니다.

AXIS P8221 네트워크 I/O 오디오 모듈 
추가 I/O 및 뛰어난 음질로 영상 감시 시스템 강화

> 구성 가능한 8개의 디지털 
I/O 포트

> 뛰어난 음질 

> 스피커 출력

> 평형 마이크 지원

> 파워 오버 이더넷(PoE)

> 기존 장비 제어

AXIS P8221에는 전치 증폭기가 내장되어 있으며 팬텀 전원

이 탑재되어 평형 마이크를 사용할 때 외부 전원 솔루션이 필

요하지 않으므로 설치 비용을 절감할 수 있습니다. 평형 마이

크 입력은 마이크를 다양한 출력 레벨에 맞춰 조정할 수 있는 

조절 가능한 게인을 갖추고 있습니다.

AXIS P8221은 파워 오버 이더넷(PoE)을 지원하여 설치가 간

편하고 비용 효율적이며 안정적입니다.

내장 직렬 서버를 지원하는 AXIS P8221은 RS-232, RS-422 
및 RS-485를 사용하여 기존 장비와 온도 센서를 시스템에 

연결할 수 있습니다.
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Digital I/O 
I/O Iinterface 8 configurable I/O ports, 

Input ports: min -40 V DC max 40 V DC
Output ports: open-drain, max load 100 mA,  
max voltage 40 V DC

I/O functionality Input trigger, output toggle/pulse

Audio
Audio streaming Two-way, full and half duplex

Audio encoding AAC-LC  8, 16 or 32 kHz 8-128 kbit/s 
G.711 PCM 8 kHz 64 kbit/s
G.726 ADPCM 8 kHz 32 or 24 kbit/s

Audio decoding G.711 PCM 8 kHz 64 kbit/s
G.711 PCM 16 kHz 128 kbit/s
G.726 ADPCM 8 kHz 32 or 24 kbit/s

Audio input Microphone/Line in
48 V phantom powered balanced microphone

Audio output Line out 
Speaker 0,5 W RMS at 4 Ω

Audio 
functionality

Audio streaming, play uploaded (WAV, AU) and record (AU) clips
AU (G.711 µ-law 8-bit 8/16 kHz Mono), WAV (PCM 16-bit 
8/16/32 kHz Mono)
Audio detection trigger

Network
Security Password protection, IP address filtering, HTTPS encryption,  

IEEE 802.1X network access control, digest authentication,  
user access log

Supported 
protocols

IPv4/v6, HTTP, HTTPS, QoS layer 3 DiffServ, FTP, SMTP, Bonjour, 
UPnP, SNMPv1/v2c/v3(MIB-II), DNS, DynDNS, NTP, RTSP, RTP, 
TCP, UDP, IGMP, RTCP, ICMP, DHCP, ARP, SOCKS

System integration
Application 
Programming 
Interface

Open API for software integration, including VAPIX® from Axis 
Communications available at www.axis.com

Web browser Configuration and management
I/O monitor/control
Two-way audio, synchronize audio with external video source
Record (video and/or audio) to file (ASF)

System 
requirements

Windows XP, Vista, 2000, Server 2003 
DirectX 9c or higher, Internet Explorer required for audio support
For other operating systems and browsers see  
www.axis.com/techsup

Alarm triggers Audio detection, external inputs, on boot  

Alarm events Notification via email, HTTP and TCP
External output port
Play audio clip

General
Casing Metal casing. Standalone or wall mount

Processor and 
memory

ARTPEC-3, 64 MB RAM, 128 MB Flash

Power 8-34 V DC, max. 8.2 W or
20-24 V AC, max 13.7 VA or
Power over Ethernet IEEE 802.3af Class 3

Connectors  RJ-45 10BASE-T/100BASE-TX PoE
Terminal blocks: power (8-34 V DC/ 20-24 V AC), I/O, balanced 
microphone, speaker out, RS-232/RS-485/ RS-422 serial port
3.5 mm mic/line in, 3.5 mm line out

Operating 
conditions

0 to 50 °C (32 -122 °F)
Humidity 20-80% RH (non-condensing)

Approvals EN 55022 Class B, EN 61000-3-2, EN 61000-3-3, EN 55024, EN 
61000-6-1, EN 61000-6-2, FCC Part 15 Subpart B Class B,
ICES-003 Class B, VCCI Class B, C-tick AS/NZS CISPR 22, EN 
60950-1
Power supply PS-T: EN 60950-1, CSA, C/US

Dimensions 
(HxWxD)

32 x 99 x 118 mm (1.3” x 3.9” x 4,6”)

Weight 335 g (0.7 lb.)

Included 
accessories

Power supply, mounting and connector kits, Installation Guide, 
CD with installation and management tools, software and User’s 
Manual, 1 Windows decoder user license

Dimensions

More information is available at www.axis.com

Compatible products

Axis video encoders  

Axis network cameras
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