
데이터시트

AXIS T8412는 카메라에 직접 연결되어 실시간 영상을 표시하

므로 카메라의 시야각과 초점을 간편하게 설정할 수 있습니

다. 엑시스 네트워크 비디오 카메라를 설치하는 경우 설치자

는 일반적으로 노트북이나 원격 컴퓨터를 이용해 카메라를 

설치합니다. 현장 설치 시 설치자가 스카이 리프트나 사다리 

위에서 작업할 경우에는 노트북 사용이 불편할 수 있습니다. 

AXIS T8412는 간단한 휴대용 구조로 인해 어떠한 설치 장소

에서도 사용이 가능합니다.

엑시스 네트워크 비디오 카메라는 파워 오버 이더넷(PoE) 지

원 기능을 내장하고 있어 AXIS T8412로 직접 전력을 공급할 

수 있으며 현장 설치 시 매우 높은 유연성을 제공합니다. 대

체 전원의 파워 오버 이더넷(PoE) 우회를 통해 전력이 공급되

거나 장치 건전지로부터 전력이 공급됩니다.

AXIS T8412 설치 디스플레이는 배터리로 전원이 공급되는 휴대용 장치입니다. 이 장치를 이용해 액시스 네

트워크 카메라와 아날로그 카메라를 현장에서 간편하게 설치할 수 있습니다.

AXIS T8412 설치 디스플레이
빠르고 간편하게 카메라를 설정할 수 있는 휴대용 장치

> 카메라 시야각 및 초점간
편 설정

> 파워 오버 이더넷(PoE)으
로 카메라 전원 공급

> 사용자 친화적

> 스냅샷 기능

> 엑시스 네트워크 비디오 
제품과 아날로그 카메라 
모두 지원

AXIS T8412는 터치스크린, 줌, 스냅샷 기능 등 다양한 사용자 

친화적 기능을 제공합니다. 실시간 영상의 최대 줌의 경우엔 

터치스크린을 살짝 누르기만 하면 됩니다. 스냅샷 버튼을 누

르면 스냅샷을 내장 메모리, 또는 연결된 마이크로 SD 카드나 

USB 장치에 저장할 수 있습니다.

아날로그 카메라 설치 시에는 이더넷 포트나 BNC 포트를 사

용하여 AXIS T8412가 네트워크 비디오 카메라에 직접 연결됩

니다. AXIS T8412를 네트워크에 연결하여 엑시스 네트워크 비

디오 제품을 검색할 수도 있습니다.
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Display 
Color LCD Field 
Display 

3.5 inches

Resolutions 320x240

Video
Image settings Autosensing

Network
IP Setting Static IP address, DHCP

General
Casing ABS plastic

Memory 128 MB RAM (16 MB available for snapshots)

Power 12 V DC

Battery Canon BP-915 (7.4 V 2000 mAh)
80% capacity after 300 charge cycles
Charge time 3.5 hours
Operation time 3 hours with PoE off, 2 hours with PoE on

Connectors  BNC Video in
RJ-45 10BASE-T/100BASE-TX PoE IEEE 802.3af class
CAT-5
USB 2.0
PoE

Operating 
conditions

0 – 50 °C (32 –122 °F)
Humidity 20 - 80% RH (non-condensing)

Local Storage Micro SD card (card not included)

Approvals USA/FCC Class A
Europe/CE Class A

Dimensions 
(HxWxD)

170 x 99 x 38 mm (6.7’’ x 3.9’’ x 1.5’’)

Weight (with 
battery)

450 g (0.99 lb.)

Included 
accessories

Soft carrying case with sunshield, protective rubber sleeve, 
built-in stylus for touch screen, Terminal block for CAT-5 Cable 
test, Ethernet cable, BNC cable, car charger 12 V DC, power 
supply, User’s Guide

Dimensions Compatible products

Axis video encoders  

Axis network cameras

More information is available at www.axis.com
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PoE port

USB slot

Power bank port
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38 mm (1.5’’)
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Stylus
touch
pen slot

Video inData
indicator

LED

Power
indicator

LED

ESC key

Shift 
keys

Start/Enter
Snapshot 
key

LCD
screen

Light sensor


